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Voltage (Current) Transducer
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Technical Specification A £

Input signal i A £ S
Current® 7
Voltage® £
Accuracyfs &

Output signal HH (S
Rated current$fi = &£
Rated voltageZi /£ 8 &

Transducer

Features
Input and output ten
Input signal and the

ninals can be powered at the same fime
output signal are mutually 1solated

Compact structure, easy installation
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DCcurrent B JF B ifE: 0~20mA. 4~20mA
DC voltage i F: 0~ 10V
+ 0.2%F.S

DC current B F B f: 0-20mA, 4-20mA
DC vollageHiRE E: 0~ 10V

Limit load#§ f& 71 #AE /1
Response timenfi fF i ja
General properties —fRH 4
Auxiliary powerd# B 68 5
Power consumptionTh 3
Operating temperature T 55 &
Storage temperature {77 8 [

Plastics flame retardant rating 8331 4 (H #5549

Currentfg ifi: < 500Q: VoltageE[F: »1kQ

< 30ms

DC24V = 10% powerfit B

Input: <10mA; Output: <6mA

-10C ~+55C : Humidity3@ & : 5% ~ 95%RH(must be no condensationdgh 41 7 &5 §8)

20T 4700 : Humidity 3§ 5 :

Vo

5% - 95% R H(must be no condensationgs 717 &5 5)

Safety leveldr £ 8 40
Case protection level9h 55 B 30 HF 4R

Connecti i

Ordering Information 1T ¥ & ¥}
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Corporate Code ‘ Transducer Code
. A
-]

Input signal

WMANES
0~20mA
4~20mA

0-10WV

CAT m 600V; Pollution levelis 3 9 £5:2
IP40

Socket terminal with2 . Smm’# 48 3 F

O = B
Output signal Auxiliary power
H x5 8 e
0=20mA DC24V £ 10%
4~ 20mA
0-10V

Thickness
hFEEHE

12 5mm




